
• MDP raw & Primed  

• MDP Taped edge  (if possible, would be new)

• MDP Prefinished  (if this is possible, would be new)

BULLNOSE
SHELVING



The MDP Bullnose Shelving application is a specialized use of 

Medium-Density Particle board bullnose moulding, which is a 

versatile and popular trim material used in various 

architectural and interior design projects. MDP bullnose 

shelving is specifically designed with a rounded or curved 

edge, commonly referred to as a bullnose profile.
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PRODUCT ATTRIBUTES

• Reliable supply

• Superior finish

• TSCA certified

• SCS-certified materials

• FSC® certified product*

*Upon Request

FEATURES & FINISHES

• Blemish and defect free

• Light weight

• Multiple countries

• Machines well

• Customized sizes

FORMATS

17mm x 3-1/2,

7-1/4, 11-1/4,

15-1/4 and 23-1/4USES OF THE PRODUCTS

Masisa Bullnose Shelving application serves several purposes. 

It is primarily used for finishing and decorative purposes, 

providing an aesthetically pleasing transition between 

different surfaces or covering gaps and joints. Masisa bullnose 

shelving is often installed along the edges of walls, ceilings, 

doorways, windows, or cabinetry to add a smooth, rounded 

finish and to protect the underlying structure.
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SUBSTRATE MDP

GENERAL SPECIFICATIONS

ADHESIVE   

PAINTED Water-based semi-gloss top coat, applied in the manufacturing process.

-

PRE PAINTED Coating based on water, PVA (Polyvinyl Acetate) and Calcium carbonate.

FINISHES

• Raw

• Jesso

• Pre finished

CERTIFICATIONS

www.masisa.com
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